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GENERAL NOTES:

USE THIS RETROFIT DETAIL SHEET ONLY WHEN THE FOLLOWING CONDITIONS APPLY:

EXISTING WF BEAM SIGN LIGHTER BRACKETS ARE TO BE REUSED FOR A NEW SIGN

LIGHTER FIXTURE.

THE SPAN BETWEEN THE EXISTING SIGN LIGHTER BRACKETS 1S

TOO WIDE TO ATTACH THE NEW SIGN LIGHTER MOUNTING PLATE AND FIXTURE.
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MOUNTING PLATE
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FIXTURE HOUSING (SECTION VIEW)
DETAIL A
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%' DIA. LOCKNUT (TYP)
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ALL NUTS, BOLTS, WASHERS, AND OTHER HARDWARE SHALL BE STAINLESS STEEL.
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TO STRUCTURE.
BRIDGE PLANS FOR
DETAILS.
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SEE

WIND BEAM AND CLIP
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FIXTURE UNIT- HOUSING SHALL
INCLUDE A 74" THREADED
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LOCK-NUT WASHER

ENTRY IN FRONT,

SIDE ENTRY, A %" GASKETED
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3" MALLEABLE
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SEE MOUNTING
PLATE DETAIL
VARIES

NOT TO EXCEED 4’

WF 4 X 13 BEAM (TYP)
2 REQUIRED FOR EACH FIXTURE MOUNTING.
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MOUNTING CHANNEL
SEE DETAIL B
- - X
END OF WF4x13 BEAM
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SIGN LIGHT MOUNTING DETAILS WITH EXISTING WF_BEAM
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